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Installation 
instructions  

H-01 wood frame/block frame/corner frame EN 
For: 
retrofitting 

substructure: 
with/without 

mounted with: 
screws/dowels 

requirements: Adjacent structural elements: Basic models: 

 

Fire protection T30, T90 
 Masonry walls 

 Concrete walls 

 Aerated concrete walls  

 Flat filler block walls 

 Partition walls 

 Struts/beams 

 

 
100 

 

 
200 

 

 
300 

 

Burglar resistance 

 

Smoke protection 

 

Acoustic rating 

 

No requirements 

 

These installation instructions should only be used together with the main installation instructions for hinged doors. 
These instructions are regularly updated and made available on our website without further announcements. Any new 
version automatically replaces older versions.  
 

 All dimensions are in millimetres (mm). 

 Pictures and sketches are schematic. However, they show the construction accurately. 

 As standard all closures are shown with/without requirements, in all adjacent structural elements, and identically 
as rounded panel and double rebate versions. 

 For permitted walls and structural elements, please see the main installation instructions, section 3. 

 

1 Partition walls 

  
Please refer to the main installation instructions, section 9.2. Use posts made of UA profiles or 
rectangular steel tubing. Cross-section in accordance with static requirements. 

 
The design must meet the minimum requirements of DIN EN 1627. For permitted partition walls, see the main 
installation instructions, section 9.3 and the assessment report 17-002123-PR01 and -PR02. 

 

Basic models for soffit panelling: 
 

 

 

T30:  
100 except 
corner frames 

 

 

T30 + sidelight:  
100, 200, 300, 
Corner frames 
T90: 100  

 

 

T90 + 
sidelight:  
100, 200, 300  

 
All except 
corner frames  

Corner frames   

 
 

2 Frame substructure on wall element (depending on frame version) 
 

 
Substructure 

 
 

 

 
Aluminium substructure 

1. Depending on the depth, secure the frame substructure to the 
wall element in one or two rows. For fixings for solid or partition 
walls, see the main installation instructions, section 8 

2. Using silicone/acrylic B2, always apply sealant between and/or 
behind both sides of the substructure and the adjacent 
element.  

 
Installation instructions for aluminium substructure, see 
installation instructions U-01.  
 
Fixing positions: 

  
Door leaf weight ≥ 60 kg: 100 from end/corner, in 
between n x ≤ 600 

   

Fixing positions, see main installation 
instructions, section 10. 
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3 Installation of rebate element, spacer blocks 
 Before installing, check the dimensions, fittings and their seating/position of the frame. 

 Rebate part and architrave to be connected acc. to HEBA chapter 12. 

 Install the frame levelled horizontally, vertically. Look after a uniform frame rebate dimension. 
 

 

  
If there are no requirements or only acoustic ratings 
it is sufficient to fill the sealing gap ① with foam. It is 
not necessary to fit spacer blocks or dowels/screws to 
the wall element. Depending on the area of use, fill 
the sealing gap at intervals or completely with open-
celled installation foam B2. For door leaf weight 
≥ 60 kg: fill completely with foam.  

Variant frame ZR1 
 
1. Insert the rebate element in the wall opening or to the (aluminium) substructure and line up.  
2. Adjust the frame rebate dimension: Insert spacer blocks (installation gap ≤ 30, see the main installation 

instructions, section 7). 
3. Fixing of the rebate element to the adjacent wall element or to the (aluminium) substructure. Fixing positions 

can be pre-drilled in the frame or should be made as shown in main installation instructions, section 10. Mount 

the rebate element flush to the wall element1 or to the substructure. 

 

 
H 22/922  

H 22/922 double rebate 

Material for spacer blocks: 

  
Wood/ engineered wood 

   

T30, Smoke protection, Burglar 
resistance class 2/3: Wood/ 
engineered wood, Bulk density 
≥ 410 kg/m³ 

 

T90 (with/without Smoke protection): B1 
wooden composite board, for example 
FRCW, B1-MDF or ROKU Fil PL 1200 or 
comparable 

  
 
 

     
H 33/9333 

 

Frame with substructure  
H 35/935 

 

Frame with aluminium 
substructure H 31/931 

 

Variant frame ZR2 

 
1 Door frames are generally ordered with extra dimensions to allow for unevenness in walls. The resulting gaps 

need to be evened out on the hinge and hinge opposite side. If necessary, fit wood or engineered wood around 
the circumference, e.g. pressure-resistant thick veneer. 
 

2 For door frames with a double rebate H 22/922 (DF) additional fixing can be made in the covered rebate area.  
 

3 For door frame H 33 first screw the integrated substructure to the rebate element. Apply adhesive to the 
connecting surfaces. 
 

4 Frame with aluminium substructure: If necessary, apply sealant before installing the rebate element, see 
section 7. 

  

1 

1 
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4 

integrated 
substructure 
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3.1 Required fixing brackets: 
 

 
side-view fixing bracket 

 
H 22/922 with fixing bracket 

   
No requirements 

 

Fixing brackets made of structural steel. 
Minimum width/depth as shown. Length 
dependent on frame rebate depth and 
wall type. Keep the correct distance 
between the dowel and the edge. 
T30(-smoke protection): At least 2 screws 
per bracket 
T90(-smoke protection): At least 3 screws 
per bracket 

 
Not approved 

 

 
 

3.2 Installing the rebate element for resistance class 3 
 

 
Depending on the wall element, fixing to 
the wall element is by means of the marked 
fixing position of the hinge/strike plate 
mounting plates (see arrows). At least 2 
dowels/screws per mounting plate/strike 
plate are required.  
Make sure that the correct distance is kept 
between the dowels and edges 
 
Fixing position: 

   
 

Solid wall 

Partition wall 
Partition wall optional 

Hinge mounting plate Main strike plate Additional strike plate 

 
 

4 Filling 
The frame elements / cavities ① and ② must be filled around its circumference depending on the requirement(s).  
 

 
H 22/922 

 
Corner frame H 22/922 

 
Frame with substructure  

H 35/935 

 

 ① ②  Filling material: 

No requirements 
Smoke protection 

‒ ‒ 

 

B 
Fire protection, Smoke protection: Fire protection foam 
B1 e.g. Würth FZ plus, Alfa 611 B1 pistol foam  
No/other requirements: Installation foam B2 

Acoustic 
rating ≥ 1   

B not for T90 B/S ‒ S 

Fire protection, Smoke protection: Rock wool A1 
(melting point 1000 °C) 
No/other requirements: Insulating material, e.g. mineral 
wool 

T30 (+Burglar resistance) 
Burglar resistance class 2/3 

B/S ‒ 
 

T90 S ‒ 

1 
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If necessary, additional filling can be fitted in the decorative trim cavity ② if: 

 the mechanical strength of the installed frame needs to be increased, depending on the area of use (e.g. in schools 
and hospitals, to protect against vandalism, etc.). 

 a locking mechanism is fitted on the hinge opposite side of the frame. 

 the frame is fitted in very deep wall soffit parts. 
Any additional material used (e.g. wooden strips or installation foam, see drawing) must be suitable for the type of 
use and the requirement(s). 
 
 
 

5 Installing the soffit part of Variant frame ZR 2  

 
Variant frame ZR2 

 
1. Apply suitable adhesive e.g. at least D3 PVAC adhesive to the connecting 

surfaces and in the grooves of the soffit part. 
2. Push the soffit part onto the rebate element, fitting the two grooves together. 

Fit the two frame elements together so they are flush.  
3. If necessary, fill the soffit part cavity ②, see section 4. 

 
 
 

6 Installing the decorative trim 
1. Apply suitable adhesive, e.g. at least D3 PVAC adhesive (application of adhesive as shown in the main installation 

instructions, section 12.5) to the connecting surfaces and in the tongue-and-groove connection of the rebate and 
decorative trim/soffit part. 

2. Fit the decorative trim/soffit part onto the rebate element, bringing together the tongue-and groove connection. 
Use suitable additional mounting fixtures. Fit the two frame elements together so they are flush.  

 In case of aluminium substructures, the leading edge fits into the groove of the decorative trim. 

 For frame "System S" H 31/931 S15 and H32/932 S15: When fitting the decorative trim, the frame rebate 
depth must be set to 40 mm, 47 mm or 57 mm, depending on the thickness of the door leaf. Use additional 
mounting fixtures (see drawing). 

3. Allow the adhesive to harden completely. 
 
 

    
H 22/922 H 22/922 double rebate Corner frame H 22/922 H 33/933 
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H 35/935 H 31/931  

(above which H 32/932) 
H 31/931 S15 

Set the frame rebate depth! 
Variant frame ZR2 

 
 

7 Application of mastic sealant 
In accordance with the requirements for the hinge side and/or hinge opposite side, apply silicone or acrylic of building 
material class B2 in accordance with DIN 4102-1 or at least E-d2 in accordance with DIN EN 13501-1 around the frame. 
Section 6 contains different examples of frame versions. For some frame models, sealant can be applied on the hinge 
opposite side either on the decorative trim or the rebate element cavity. Apply sealant accordingly to frame versions 
that are not pictured. 
 

 

No 
requirements, 

Burglar 
resistance 
class 2/3 

T30/T90  
(+Burglar resistance) 

Acoustic 
rating  

1-2 

T30/T90 with Smoke 
protection  

(+Burglar resistance) 

Acoustic 
rating ≥ 3, 

Smoke 
protection 

Hinge side ‒     

Hinge opposite side ‒  ‒   
 

  Apply sealant     For corner frames always apply sealant to the hinge opposite side.  
For H 33/933 always apply sealant to the hinge side + hinge opposite side. 

 
 
 

8 Installing double rebate element of Variant frames ZR1/ZR2 double rebate 

  
ZR1 double rebate 

Supply of ZR1 DF: The double rebate part will be screwed to the core part in the 
company. 
Supply of ZR2 DF: The double rebate part will be glued to the core part in the 
company. 
 

1. Double rebate part to be separated from core part. 
2. Apply suitable adhesive to the tongue-and-groove connection. 
3. Apply suitable adhesive or double-sided adhesive tape along the entirety of 

the connecting surfaces. 
4. Press the double rebate element onto the soffit part. 
5. Allow the adhesive to harden completely. 

 

Hinge side 
 

Hinge side 
 

Hinge side 
 

Hinge 
side 

 

Hinge opposite side or 
 

Hinge opposite side or 
 

Hinge opposite 
side or 

 

Hinge opposite 
side or 
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