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Installation 
instructions  

S-02 
1-part steel wrap-around frame/block 
frame/corner frame (mortared) 

EN 
For: 
retrofitting 

substructure: 
with/without 

mounted with: 
propeller, double, nail, hinged, expansion, 
rivet, speed anchors or flat irons with soffit 
hole 

requirements: Adjacent structural elements: Basic models: 

 

Fire protection T30, T90 
 Masonry walls 

 Concrete walls 

 Aerated concrete walls  

 Flat filler block walls 

 Partition walls 

 Struts/beams 

 

 
100 

 

 
200 

 

 
300 

 

Burglar resistance 

 

Smoke protection 

 

Acoustic rating 

 

No requirements 

 

These installation instructions should only be used together with the main installation instructions for hinged doors. 
These instructions are regularly updated and made available on our website without further announcements. Any new 
version automatically replaces older versions.  
 

 All dimensions are in millimetres (mm). 

 Pictures and sketches are schematic. However, they show the construction accurately. 

 As standard all closures are shown with/without requirements, in all adjacent structural elements, and identically 
as rounded panel and double rebate versions. 

 For permitted walls and structural elements, please see the main installation instructions, section 3. 
 
 

1 Partition walls 

  
Please refer to the main installation instructions, section 9.2. Use posts made of UA profiles or 
rectangular steel tubing. Cross-section in accordance with static requirements. 

 
The design must meet the minimum requirements of DIN EN 1627. For permitted partition walls, see the main 
installation instructions, section 9.3 and the assessment report 17-002123-PR01 and -PR02. 

 
Basic models for soffit panelling: 
 

 

 

T30:  
100 except 
corner frames 

 

 

T30 + sidelight:  
100, 200, 300, 
Corner frames 
T90: 100 except 
corner frames 

 

 

T90 + 
sidelight:  
100, 200, 300 
corner frames 

 
All except 
corner frames  

Corner frames   

 
 

2 Application of mastic sealant 
In accordance with the requirements for the hinge side and/or hinge opposite side, apply silicone or acrylic of building 
material class B2 in accordance with DIN 4102-1 or at least E-d2 in accordance with DIN EN 13501-1 around the frame. 
Apply sealant to frame versions that are not shown in the same way. 
 

  Apply sealant  
No requirements, 

Burglar resistance class 2/3, 
T30/T90 (+Burglar resistance) 

Acoustic rating 1-2,  
T30/T90 with Smoke protection  

(+Burglar resistance) 

Acoustic 
rating ≥ 3, 

Smoke 
protection 

Hinge side ‒   

Hinge opposite side ‒ ‒  
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3 Installation, general instructions 
These instructions are valid for all subsequent installation instructions and for all neuformtür models 100, 200, 300, 
with/without sidelight. Installation in other wall types is analogous.  

 Before installing, check the dimensions, fittings and their seating/position on the frame. 

 Check the frame angles before installing. 

 Check the frame type and the cutting check and, depending on this, decide whether the frame should be fitted 
with or without a floor recess. 

 Connect the frame parts acc. to frame types and HEBA chapter 12 and/or instruction manual. 

 If available remove transport plates from the frame corners. 

 Use the transport rails at bottom ends of primed frames for the installation, remove the rails from powder 
coated frames before installing. 

 For instructions on the installation gap (≤ 30) and spacer blocks, see the main installation instructions, section 7. 

 For fixings for solid or partition walls, see the main installation instructions, section 8. 

 Insert door seals in accordance with main installation instructions, section 16. 

 Level the frames horizontally and vertically. Look after a uniform frame rebate dimension. 

 Install the frame sealings at last and only after the filling mortar has dried completely – HEBA chapter 16. 
 
Filling with mortar: 

 For SM 37/937, type Sino use foam pads to prevent the mortar from running into threads. 

 Acc. to the frame type use covers going around if necessary. 

 Fill the cavity all around on three or four sides with cement mortar (mortar class ≥ II in accordance with DIN 
1053-1). 

 When the mortar has dried, remove blocks and transport rails from the frames. 
 
 
 

3.1 Propeller anchors 
Propeller anchors can be used as a sole fixing, but also in combination with other anchor types. Flat irons or soffit dowels 
can be used as assembly aids. Horizontal or vertical alignment of the propeller anchors depends on the installation 
situation.  
 

e.g. SM 24/924    e. g. SL 912 
Step 1   Step 2  
Fasten and 
unfold the 
anchor. 

Horizontal anchor 
alignment 

Vertical anchor 
alignment 

Fill the cavity with 
mortar. For application 
of the sealant on the 
hinge side / hinge 
opposite side, see 
section 2.  
 
 

 

     
 
  

hinge opposite 
side 

hinge side 
hinge side 

hinge opposite 
side 
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Propeller anchors with flat iron assembly aid, for example SM 34/934 
Step 1 Step 2 Step 3 
Fasten and unfold the propeller anchor. 
Fasten the screws. Adjust the frame clearance 
with the screws. 

Weld the screws to flat irons. Fill the cavity with mortar. 
For application of the sealant 
on the hinge side / hinge 
opposite side, see section 2. 
 

   
 
 

Propeller anchors with soffit dowel assembly aid, for example SM 34/934 
Step 1 Step 2 
Fasten and unfold the propeller anchor. 
Knock in the soffit dowels. Adjust the frame 
rebate dimension. 

Fill the cavity with mortar. After hardening, tighten the screw. For 
application of the sealant on the hinge side / hinge opposite side, 
see section 2. 
 

  
 
 

3.2 Nail anchors, e.g. SM 22/922 
Step 1 Step 2 Step 3 Step 4 
Only unfold 
one anchor! 

Slide in the frame, then unfold 
the 2nd anchor. 

Adjust the frame rebate 
dimension. 
Fasten the anchors. 

Fill the cavity with mortar. 
For application of the sealant 
on the hinge side / hinge 
opposite side, see section 2. 
 

 

 

   
 
  

hinge side 

hinge opposite side 

hinge side 

hinge opposite side 

Only tighten 
the screw 
after filling 
with mortar. 

hinge side 

hinge  opposite side 
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Additional installation examples: 
 

SM  82/982 SM 41/941 
 

SM  83/983 
 

 
SM 91/991  

 
 

3.3 Hinged expansion anchors, for example SM 11 
Step 1 Step 2 Step 3 
Unfold anchors. Slide in the frame. Adjust the frame 

rebate dimension. 
Fasten the anchors. 

Fill the cavity with mortar. 
For application of the sealant on the hinge 
side / hinge opposite side, see section 2.  
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3.4 Double anchors, for example SM 33/933 
Step 1 Step 2 Step 3 Step 4 Step 5 
Unfold 
anchors. 

Fasten the steel 
plate. 

Bend the anchors into 
the end position. 
Adjust the frame 
rebate dimension. 

Weld the anchor onto 
the steel plate. 

Fill the cavity with 
mortar. For application 
of the sealant on the 
hinge side / hinge 
opposite side, see 
section 2. 
 

 
    

 
Additional installation examples: 

 
SM 81/981 set on the wall 

Diagonal brace in accordance with static requirements 

 
SM 42/942 

 
SM 81/981 

 

3.5  Speed anchors, for example SM 21/921 
Step 1 Step 2 Step 3 
Slide in the anchors. Adjust the 
frame rebate dimension. 

Fasten the anchors. Fill the cavity with mortar. For 
application of the sealant on the 
hinge side / hinge opposite side, see 
section 2.   

   

weld 

hinge side 

hinge opposite side 

weld 

hinge side 

hinge opposite side 
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3.6 Flat iron with soffit hole, for example SM 36/936 
Step 1 

Use double spacer blocks. 
Adjust the frame rebate 
dimension. Fasten the flat 
iron. 
 
 

 

Step 2 

Fill the cavity with mortar. 
For application of the sealant 
on the hinge side / hinge 
opposite side, see section 2. 
 

 

Installation gap ≤ 30, see the main installation 
instructions, section 7. 

Material of the spacer blocks: 

  
Wood/engineered wood 

   

T30, Smoke protection, Burglar 
resistance class 2/3: 
Wood/engineered wood, Bulk 
density ≥ 410 kg/m³ 

  

T90 (with/without Smoke 
protection, Burglar resistance): B1 
wooden composite board, for 
example FRCW, B1-MDF or ROKU Fil 
PL 1200 or comparable 

 

 
 
 

3.7 Rivet anchors, for example SM 37 (Sino) 
Step 1 Step 2 Step 3 
Unfold anchors. Adjust the frame rebate 

dimension. 
Fasten the anchors 

Fill the hollow space and the frame corners 
with mortar. Plaster with a cut at the 
frame panel. For application of the sealant 
on the hinge side / hinge opposite side, see 
section 2. 
 
 

   
 

Plaster cut 
hinge opposite side 

Plaster cut 
hinge side 

Spacer blocks 

hinge side 

hinge opposite side 




