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Installation 
instructions  

S-03 
1-part steel wrap-around frame / block frame / 
sports hall frame 

EN 
For: 
wall installation 

substructure: 
without 

mounted with: 
cap anchors 

requirements: Adjacent structural elements: Basic models: 

 

Fire protection T30, T90 
 Partition walls 

 

 
100 

 
200 

 
300 

 

Smoke protection 

 

Acoustic rating 

 

No requirements 

  
 

These installation instructions should only be used together with the main installation instructions for hinged doors. 
These instructions are regularly updated and made available on our website without further announcements. Any new 
version automatically replaces older versions.  
 

 All dimensions are in millimetres (mm). 

 Pictures and sketches are schematic. However, they show the construction accurately. 

 As standard all closures are shown with/without requirements, in all adjacent structural elements, and identically 
as rounded panel and double rebate versions. 

 For permitted walls and structural elements, please see the main installation instructions, section 3. 
 

1 Partition walls 
For the design of the partition wall, please see main installation instructions, section 9. Use posts made of UA profile 
(preferably without holes/slits; reason: specified fixing positions) or rectangular steel tubing. Cross-section in 
accordance with static requirements. Vertical profiles must be designed as single-piece, non-abutting sections from 
unfinished floor to ceiling. 

 
Design partition walls in accordance with main installation instructions, section 9. 

 

 
Panelling: Look after the min. requirements of admission. For not shown frames similar. 

 

T30(-smoke protection) 
 

T90(-smoke protection) 
 

 
SL 21 

2x 12,5 

 
SL 22 

2x 12,5 

 
SL 37 

2x 12,5 

 
SL 921 
2x 12,5 

 
SL 922 
3x 12,5 

 
SL 937 
2x 12,5 

 

2 Filling 
The frame cavities ① to ③ must be filled around its circumference depending on the requirement(s).  
 

   
Wrap-around frame 
SL 21/921, SL 22/922 

Sports hall frame 
SL 41/941, SL 43/943 

Block frame 

SL 37/937, Typ Sino1  
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leaf 
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 ① ② ③  Filling material: 

No requirements 
Smoke protection 

‒ ‒ ‒ 
 

F Mineral joint filler, e.g. gypsum plaster 

Acoustic 
rating  
1-3 

S not for T90, not for 
T30 (Basic models 
200, 300) 

F/G/S F/G/S ‒ G 
Fire protection, Smoke protection: Gypsum 
plaster fire-rated board 
No/other requirements: Gypsum plaster board 

Acoustic rating ≥ 4 F/G G F/G 

S 

Fire protection, Smoke protection: Rock wool 
A1 (melting point 1000 °C) 
No/other requirements: Insulating material, 
e.g. mineral wool, glass wool T30  

Basic models 100 F/G/S F/G/S F/G/S 

Basic models 200, 300 F/G G F/G  

T90 F/G G F/G 

 
 

1 
  

SL 37/937 (Sino): The filling profiles are supported by gypsum cardboard plates in the area ② by 
the manufacturer. The profiles are reduced by approx.. 50-100 in the corners. These open corners 
must be filled completely with F, G, S or fire foam B1. 

 
 
 

3 Installation 
 Before installing, check the dimensions, fittings and their seating/position on the frame. 

 Check the frame angles before installing. 

 Check the frame for the meter indication and decide, if the frame shall go under floor level or not. 

 If available remove transport plates from the frame corners. 

 Use transport rails for the installation of primed frames and remove them for the installation of powder coated 
frames. 

 If necessary, fill first, see section 2. 
 Level the frames horizontally and vertically. Look after a uniform frame rebate dimension. 

 
 

Step 1 Step 2 Step 3 
Assemble the frame parts acc. to 
type and HEBA chapter 12 and/or 
instruction manual. Adjust the 
frame rebate dimension. 
Place the door post profile next 
to the frame. 
 

 
Hat anchors on wrap-around frame 

(for SL 37/937 filling profiles over full 
length) 

Align the frame to the door 
post profile with the help of 
spacers. 

Attach the cap anchor of the frame to the 
door post profile or to the filling profiles (For 
Fixing positions see main installation 
instructions, section 10). For fixings, see main 
installation instructions, section 8. 
At least 2 fixings per fixing position. 
Remove the spacers. 

   

 
SL 21/921 
SL 22/922 

 
SL 21/921 
SL 22/922 

 
SL 37/937 
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Step 4 only for wrap around frames Step 4 only for block frames Sino  

Insert the wall panelling on both sides and insert in the frame up 
to the maximum possible depth. This means: insert the panel 
sections until they are flush with the gypsum plaster fire-rated 
boards or the rear surfaces of the frame soffit. 

1. First wall planking on both sides up to 
frame backside. 

2. Second wall planking on both sides with a 
distance to the frame backbent 

 
Adjacent to gypsum plaster  

fire-rated boards 

 
Adjacent to frame soffit 

 
SL 37/937 

 
 

Step 5 only shadow gap frames, for 
example SL 22/922:  
1. Insert spacer blocks around the 

circumference on both sides to ensure 
pressure-resistant even spacing. 

2. Insert wall panelling on both sides.  
 
 
 
 

 

  
 

4 Application of mastic sealant 
In accordance with the requirements for the hinge side and/or hinge opposite side, apply silicone or acrylic of building 
material class B2 in accordance with DIN 4102-1 or at least E-d2 in accordance with DIN EN 13501-1 around the frame. 
 

 
No 

requirements 
T30/T90 

Acoustic rating  
1-2 

T30/T90 with 
Smoke protection  

Acoustic rating ≥ 3, 
Smoke protection 

Hinge side ‒ ‒    

Hinge opposite side ‒  ‒   
 

  Apply sealant    For SL 22/922 always apply sealant on the hinge side + hinge opposite side. 
 
 

   
 
 

SL 21/921 

 
 

SL 22/922 

 
 

SL 37/937 

 

hinge opposite side 

hinge opposite side 

 
hinge opposite side 

 

hinge side 
 hinge side 

 

hinge side 




