
Door sets for detention 
and forensic commitment
Security & protection in psychiatric wards, 
penal institutions and hospitals.
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Your source of intelligent, end-to-end door systems: neuform 

The special requirements of healthcare environments pose immense challenges for architects and building 
planners. Patients need space for a swift and pleasant recovery. Doctors and nursing staff need a work-
place that enables them to deliver the best-possible treatment. And the medical infrastructure must remain 
easily and readily accessible at all times.

We have the expertise, experience and end-to-end approach it takes to address these issues: 
neuform doors complement the architectural characteristics of diverse environments in hospitals and 
other buildings. They create effective and attractive interfaces for efficient day-to-day processes. 

Our door solutions resolve the challenges faced by architects, planners, developers and users in many health-
care settings – from hospitals, clinics, and doctors’ offices to care facilities and retirement homes. 
We have a successful track record in this sector extending back over 30 years. So, what could we do for you?

“In the middle of difficulty 
lies opportunity.”

Albert Einstein, physicist (1879–1955)
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Forensic doors

Highest-quality materials and workmanship

Forensic departments in hospitals are subject to 
extraordinary demands, which frequently occur 
in combinations. Requirements on both sides of 
the doors have to be taken into account: security 
and protection, but also provision of a safe, calm 
environment. These conditions must be fulfilled in 
exceptional situations, often involving severe mental 
and emotional stress.

With our more than 30 years of experience in the 
health sector, we have been involved in numerous 
projects in detention and forensic commitment. 
Take advantage of our knowledge and put your 
trust in our expertise. We’ll be glad to give you de-
tailed advice.
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Characteristics of forensic doors 
based on established standards and RAL specifications

Door functions

	 Sound insulation up to 52 dB – 
	 including floor seals
	 Basis: DIN 4109, DIN EN ISO 10140, …
	 Suitability for high-humidity & wet-room 

	 environments
	 Basis: DIN EN 16580, RAL-GZ 426/3, …
	 	 Burglar resistance up to RC3
			  Basis: DIN EN 1627, …
	 	 Resistance to stress and attacks 
	 Security against tampering (dismantling)
	 Mechanical stress resistance up to class E 

	 according to RAL-GZ 426/1
	 Surface finish durability up to class Oi 

	 according to RAL-GZ 426/1
	 Edging impact resistance up to class Ke 

	 according to RAL-GZ 426/1
	 Antimicrobial/antiviral components 

		 for a high standard of hygiene

Components for suicide prevention

	 Door seals
	 Hardware

	 	 Security hinges (pin lock, etc.)
	 	 Security handle (inclined)
	 	 Security locks up to class 5 
			  (mechanical or electrical)
	 Custom solutions

	 	 Suicide-preventive double leaves for 
			  adjacent barred doors

Hatches

	 Contact hatch
	 	 	 Observation window with pleated shade
	 	 	 Food hatch
	 Access hatches 

	 	 	 for attaching wrist and ankle restraints

Technical components

	 	Escape door opener
	 Door monitor

	 	 	 Magnetic contact
	 	 	 Bolt contact

Functions and characteristics
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Access to crisis room (example) 

Frame: steel or stainless steel wrap-around frame
Steel thickness: 2 mm, see overview of neuform 
frames, including customization
Door leaf: neuform model K8 (rebated 42 dB door 
with 50 mm leaf thickness), HT50-3-T0-III/S-FR (door 
for damp rooms)
Door leaf thickness: 50 mm
Sound insulation 42 dB, Rwp 42 dB, Climate class III, 
Stress group S, suitable for high humidity; rebated 
door leaf
Surface: HPL 2 mm
Edging: PU-PROTECT
Hinge: (Simonswerk) VX 7939/160 NI
Lock: (BMH) master-key mortise lock
Peephole: 200° field of view
Handle: recessed handle on the inside
Hatch opening: rectangular, depending on require-
ments

Double leaf: suicide prevention, augmenting the 
barred door on the inside

References on request in consultation

Door leaves
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Hatches and openings

Components

Hatches

	 Opening element with variable dimensions
	 Inconspicuous integration in the door leaf
	 Two seal levels
	 Special hinge with 90° stop as a shelf
	 Lock: dead bolt, operated from one side

Vision panel

	 PLANO 70 door leaf
	 70 mm, Sound insulation class 3, Rwp 42 dB,

	 Climate class II, Stress group S
	 Planoglas – seamless, flush-mounted safety glass
	 Laminated safety glass, 20 mm with safety film
	 Pleated shade (optional), opaque, lightproof 

	 with removable magnetic control element
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Hatches and openings

Hardware Optional components

Handles and hinges

	 Combination possible with all 
	 standard components
	 Suicide-preventive components, 

	 e.g. inclined handles
	 High-security hinge technology, 

	 e.g. pin lock
	 Door knob 

	 Door viewer
	 	 200° field of view for room observation
	 Strike plate, 3 mm
	 Models up to Climate class III
	 Alarm safety device
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